
Nutricia Infinity Pump 
Maintenance and Repair
STEP BY STEP CLEANING GUIDELINES

Important -
Please avoid:
Immersing pumps in water,
detergents or other fluids. 

Sterilising (autoclave, ETO, etc.)
and using cleaning chemicals such
as Acetone, Benzene, Iodine, etc.

Storing the pump in extreme
heat or cold (under -40ºC up to +50ºC).

Pumps may be wiped 
with a wet cloth and 
detergent and rinsed 
under running water
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Cleaning pump: The pump may be wiped 
with a wet cloth and general purpose 
detergent. Rinse clean under warm 
running water. Avoid immersing pump. If 
necessary, use a moist cotton bud
to clean sensor area.

Drying pump: Shake pump to remove 
excess water and allow to air dry 
for approximately 30 mins or until 
completely dry.

Pumps in need of decontamination: 
These pumps should be dealt with 
according to your hospital policy. 

Sensor Area

Nutricia Advanced Medical Nutrition
(ROI) 1800 22 1800 or (NI) 0800 169 5173

Nutricia Infinity Pump 
Maintenance and Repair
STEP BY STEP CLEANING GUIDELINES

Important -
Please avoid:
Immersing pumps in water,
detergents or other fluids. 

Sterilising (autoclave, ETO, etc.)
and using cleaning chemicals such
as Acetone, Benzene, Iodine, etc.

Storing the pump in extreme
heat or cold (under -40ºC up to +50ºC).

Pumps may be wiped 
with a wet cloth and 
detergent and rinsed 
under running water

1

2

3

Cleaning pump: The pump may be wiped 
with a wet cloth and general purpose 
detergent. Rinse clean under warm 
running water. Avoid immersing pump. If 
necessary, use a moist cotton bud
to clean sensor area.

Drying pump: Shake pump to remove 
excess water and allow to air dry 
for approximately 30 mins or until 
completely dry.

Pumps in need of decontamination: 
These pumps should be dealt with 
according to your hospital policy. 

Sensor Area

Nutricia Advanced Medical Nutrition
(ROI) 1800 22 1800 or (NI) 0800 169 5173

This information is intended for patients or carers of those who have been prescribed a tube feed by a healthcare professional.

IMPORTANT — PLEASE AVOID:

Immersing pumps in water, 
detergents or other fluids.

Storing the pump in extreme heat or 
cold (under -40°C up to +50°C).

Pumps may be wiped with a wet 
cloth and detergent and rinsed 

under running water.

Sensor Area

CLEANING THE PUMP:
Clean and remove any tube feed residue from 
all sides, the sensor area, and in the corners 
of the keypad where it meets the pump 
housing. Use a mild, diluted cleaning solution 
and damp cloth. Avoid immersing pump. If 
necessary, use a moist cotton bud to clean 
sensor area.

DRYING THE PUMP:
Shake pump to remove excess water and allow 
to air dry for approximately 30 minutes or until 
completely dry., before plugging in to charge.
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